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3. MATERIALS AND METHODS (10 Point Arial, Bold)
The text should be written here in 10 point Times New Roman. This part should contain the necessary matters related to computational, experimental and analytical investigations. Necessary citations may be bracketed [9, 10] appropriately. All Figures and/or Tables are to be cited within the texts. The Figure/Table captions must be written in Arial 10 point, bold as indicated below. The Figure caption should appear at the bottom of the Figure, while the Table caption should appear on top of the Table.
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	Figure 1: Schematic of a Prandtl tube (10 Point Arial, Bold).


Table 1: Accuracy of aerodynamic independent variables (10 Point Arial, Bold)
	Independent Variables
	Accuracy

	Combined Rotor torque [image: image5.png](Tyotor)
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	Angular velocity of  combined rotor [image: image8.png]
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(As indicated above, all the notations are to be italicized and be written in 10 Point Times New Roman)

3.1 Subtitle (Subtitles, if any, should be 10 point Arial, bold).
The text matter should be written here in 10 point Times New Roman.
4. RESULTS AND DISCUSSION (10 Point Arial, Bold)
Discussion of the results should be written here in 10 point Times New Roman. All Figures are to be cited within the text. Results obtained may be compared with the published data wherever applicable/possible through necessary citations in bracketed form [11, 12].  
4.1 Subtitle (Subtitles should be 10 point Arial).
The text matter should be written here in 10 point Times New Roman. All Figures are to be cited within the texts. 

	[image: image10.emf]

	Figure 2: Variations of jet and surface temperatures with time in impingement jet experiment (10 Point Arial, Bold).


5. CONCLUSIONS (10 Point Arial, Bold)
The key findings of the work are to be placed here in 10 point Times New Roman. The conclusion part should be qualitative and quantitative.
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	Thermal conductivity
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	Energy per unit mass 
	[image: image17.png](k] /kg]





	[image: image18.png]



	Density of air
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	Rotor rotational speed
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